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the circuit. 
5. Electric motors fitted are totally enclosed fan cooled but do require protection from the weather

and being hosed with water. 
6. Always allow adequate ventilation for motor cooling and never restrict air flow to the cooling fan.

GEARBOX 
1. Remove vent plug from oil filler cap before start up. 
2. Check oil is visible in sight glass before start up. 
3. Recommended oil - Shell Omala 320 or Castrol Alpha SP320.
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Suction Pipe Length Pipe Internal Diameter 
0 to 5 Mtrs 80mm 
5 to 10 Mtrs 80mm 

Discharge Pipe Length Pipe Internal Diameter 
0 to 10 Mtrs 100mm 
10 to 20 Mtrs 100mm 

PLEASE NOTE 

Correct rotation is clockwise viewed from the non drive end of the motor. Incorrect rotation 
will cause damage to the pump and void pump warranty. Refer to motor manufacturer's 
wiring instructions before running the pump. This is especially important with three phase 
motors. 
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KWIKFLO DIAPHRAGM PUMP Pg 3. 

DIMENSIONS AND SPECIFICATIONS 

A 

DIMENSIONS (mm) 

Size A B C D E F G H J K L M N 

25 25 275 155 100 110 205 125 389 95 100 430 315 12 

32 32 275 175 100 140 220 125 410 105 105 450 380 12 

38 38 270 175 100 170 240 125 480 110 110 465 410 12 

50 50 275 200 100 195 280 125 530 115 115 475 475 12 

76 76 375 230 100 230 350 125 590 115 115 605 580 12 

SPECIFICATIONS 
Capacity Suction Discharge Solids Size Clean Weight 

Model Water Lift Head 
mm kg 

LPM mm m m 

KDS25 25 16-25 7.5 6 15 25 

KDS32 32 33 7.5 6 20 30 

KDS38 38 50 7.5 6 25 42 

KDS50 50 100 7.5 6 35 55 

KDS76 76 210 7.5 6 50 72 
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KWIKFLO DIAPHRAGM PUMP 

DIAGRAM OF KWIKFLO DIAPHRAGM PUMP 

8 

u 
Project Drawing Title 

Kwikflo Diaphragm Pump 
Numbered Parts 

Client Scales Authorised Client Project No. 
NTS 

Dwg. No Sheet Revision 
KCPS-0009a-9b of 
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24 I::. lectric rv1 otor 1 
25 Buna-n Diaphragm Plate 'O' Rings 2 

26 Zinc Plated Eccentric Bolt Spacer 1 

27 Zinc Plated Connecting Rod Nut 1 

28 Plastic Eccentric Guard 1 

29 Stainless Steel Guard Bracket 1 
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ELECTRICAL INSTALLATION DIAGRAM FOR 240V KWIKFLO DIAPHRAGM 
PUMP & FLOAT SWITCH WITH MANUAL BYPASS SWITCH OPERATION 

,Incoming Power Supply 
TO BE IN ACCORDANCE WITH 

SAA WIRING RULES AS3000. 

EARTH 

[N � � : �  : : = . i 9 1 I NOTE: Pump is to be wired through 
an isolating switch. 

Manual Bypass 
Switch - Optional 

L _ _  _ _ - - - - - - - -

Cables to be run 
in PVC Conduit- - - - -

Junction Box Mounted 
Out of Water or Water-Proof 

Splicing Kit -......._ 

Brown Wire- - -

. r-
-1 

-- Bi   Wire/' 
I 

Optional Equipment 

General Purpose Outlet 
with Extra Switch (rear view) 

_ _  Clipsal CAT. No 15X (CAT No 15) 
HPM CAT No 789 (CAT No 787) 
To be Mounted on Standard 
Pattern Mounting Block 

I 
I 
I 
I 

____ _J ·L ,-·- --  KwikfloDiapragm J r .. l !  Pump with 240 Volt _ _ ---· rr.: ..   Eleotr;, Mot� 

 I 

- ·  Green (Earth) Wire 
(not used) 
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Project Drawing Title MAC-3 
Float Switch 

(Class 1, Zone 2) 
Er ! - - - Pit 

i 
Electrical - 240V - Kwikflo Diaphragm Pump 

l 
I 

: . . _ _  - - - - - - - - - � Float Switch I 
I ! . . .

Client Scales 

NTS 
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Waste Water Treatment Systems
Kwikflo KCPS-1500 Coalescing Plate Separator
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Waste Water Treatment Systems
Kwikflo KCPS-1000 Coalescing Plate Separator
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KWIKFLO DIAPHRAGM PUMP 

WARRANTY 

The K wikflo Diaphragm Pump is guaranteed to be free from defects in material or workmanship for one 
year from the date of shipment from factory in Parramatta. The pump's electric motor is per manufacturer's 
given warranty (twelvemonths). 

No claim will be recognised for any allied defects in the collection tank that may have been apparent prior 
to installation, whether due to faults in manufacture or faults caused by transport and handling. 

All Pumps accept no responsibility for consequential damages or actions arising out of units not operated, 
installed or maintained in strict accordance with written instructions. 

The obligation of this warranty, statutory or otherwise, is limited to replacement or repair at Parramatta 
factory, or at a point designated by All Pumps, of such part as shall appear to us, upon inspection to have 
been defective in material or workmanship. 

The warranty does not obligate All Pumps to bear the sot oflabour or transportation charges in connection 
with replacement or repair of defective parts; nor shall it apply to a pump upon which reparis or alterations 
have been made unless authorised by All Pumps Sales & Service in writing. 

No warranty is made in respect to electrical control panels, motors or trade accessories, such being subject 
to warranties of their respective manufacturers. Diaphragms and other consumables such as flap valves 
and gaskets are not included in the warranty. 

In no even shall All Pumps Sales & Service be liable for consequential damages or contingent liabilities for 
consequential damages or contingent liabilities arising out of the failure of any Kwikflo Diaphragm Pump 
or parts thereof to operate properly. 
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